
SS213

( WHITE )
P-21303058 HI 1-1/4" - OD 36.20mm x 2.1mm x 5.8M

P-21304058 HI 1-1/2" - OD 42.80mm x 2.3mm x 5.8M

P-21305058 HI 2" - OD 55.70mm x 2.4mm x 5.8M

P-21308058 HI 3" - OD 82.3mm x 3.0mm x 5.8M

P-21310058 HI 4" - OD 110.00mm x 3.2mm x 5.8M

P-21315058 HI 6" - OD 160.00mm x 4.0mm x 5.8M

SS272

( ORANGE )
P-27211058 DP 4"  - OD 110.00mm x 3.2mm x 5.8M

P-27215058 DP 6"  - OD 160.00mm x 4.0mm x 5.8M

P-27220058 DP 8"  - OD 200.00mm x 4.9mm x 5.8M W/OES

P-27225058 DP 10"  - OD 250.00mm x 6.1mm x 5.8M W/OES

P-27230058 DP 12" - OD 315.00mm x 7.7mm x 5.8M W/OES

( WHITE )
P-27220058 DP 8" - OD 200.00mm x 4.9mm x 5.8M W/OES

UNDERGROUND TELECOM PIPE  ( GREY )
P-27211060 TELECOM 4" - OD 110.0mm X 3.2mm X 6M W/OES

SS141

CLASS B  ( GREY )
P-CB08060 PWB  3" - OD 88.7mm X 2.9mm X 6M W/OES

P-CB10060 PWB  4"- OD 114.1mm X 3.4mm X 6M  W/OES

P-CB15060 PWB  6" - OD 168.0mm X 4.5mm X 6M W/OES

P-CB20060 PWB  8" - OD 218.80mm X 5.3mm X 6M W/OES

P-CB25060 PWB  10" - OD 272.6mm X 6.6mm X 6M W/OES

CLASS C  ( GREY )
P-CC05060 PWC  2" - OD 60.2mm X 2.5mm X 6M

P-CC10060 PWC  4" - OD 114.1mm X 4.5mm X 5.8M W/OES

P-CC15060 PWC  6" - OD 168.0mm X 6.6mm X 5.8M W/OES

P-CC20060 PWC  8" - OD 218.80mm X 7.8mm X 6M W/OES

P-CC25060 PWC  10" - OD 272.6mm X 9.7mm X 5.8M W/OES

CLASS D  ( WHITE )
P-CD05058 CLASS D  2" - OD 60.2mm X 3.1mm X 5.8M 

P-CD08058 CLASS D  3" - OD 88.7mm X 4.6mm X 5.8M 

P-CD10058 CLASS D  4" - OD 114.1mm X 6mm X 5.8M 

P-CD15058 CLASS D  6" - OD 168mm X 8.8mm X 5.8M 

CLASS E  ( WHITE )
P-CE01558 CLASS E  1/2" - OD 21.2mm X 1.7mm X 5.8M 

P-CE02058 CLASS E  3/4" - OD 26.6mm X 1.9mm X 5.8M

P-CE02558 CLASS E  1" - OD 33.4mm X 2.2mm X 5.8M

P-CE03058 CLASS E  1-1/4" - OD 42.1mm X 2.7mm X 5.8M

P-CE04058 CLASS E  1-1/2" - OD48.1mm X 3.1mm X 5.8M
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JIS (JAPAN INDUSTRIAL STANDARD) - K6741

CLASS VP / AW  ( GREY )
P-AW01558 AW  1/2" - OD 21.8mm X 2.7mm X 5.8M

P-AW02058 AW  3/4" - OD 25.8mm X 2.7mm X 5.8M

P-AW02558 AW  1" - OD 31.8mm X 3.1mm X 5.8M

P-AW03058 AW  1-1/4" - OD 37.8mm X 3.1mm X 5.8M

P-AW04058 AW  1-1/2" - OD 47.8mm X 3.6mm X 5.8M

P-AW05058 AW  2" - OD 59.8mm X 4.1mm X 5.8M

P-AW06558 AW  2-1/2" - OD 75.7mm X 4.1mm X 5.8M

P-AW08058 AW  3" - OD 88.7mm X 5.5mm X 5.8M 

P-AW10058 AW  4" - OD 113.6mm X 6.6mm X 5.8M

P-AW12558 AW  5" - OD 139.5mm X 7.0mm X 5.8M

P-AW15058 AW  6" - OD 164.5mm X 8.9mm X 5.8M

P-AW20058 AW  8" - OD 215.3mm X 10.3mm X 5.8M

P-AW25058 AW  10" - OD 266.1mm X 12.7mm X 5.8M

P-AW30058 AW  12" - OD 317.0mm X 15.1mm X 5.8M

CLASS VU / AE  ( GREY )
P-AE04058 AE  1-1/2" - OD 47.8mm X 1.8mm X 5.8M

P-AE05058 AE  2” – OD 59.8mm x 1.8mm x 5.8M

P-AE06558 AE  2 ½” – OD 75.7mm x 2.2mm x 5.8M

P-AE08058 AE  3” – OD 88.7mm x 2.7mm x 5.8M

P-AE10058 AE  4” – OD 113.6mm x 3.1mm x 5.8M W/OES

P-AE12558 AE  5” – OD 139.5mm x 4.1mm x 5.8M

P-AE15058 AE  6” – OD 164.5mm x 5.1mm x 5.8M W/OES

P-AE20058 AE  8” – OD 215.3mm x 6.5mm x 5.8M W/OES

P-AE25058 AE  10” – OD 266.1mm x 7.8mm x 5.8M W/OES

P-AE30058 AE  12” – OD 317mm x 9.2mm x 5.8M W/OES

AEO RAINWATER DOWNPIPE  ( GREY )
P-AEO01058 AEO  3/8” – OD 17.8mm x 1.8mm x 5.8M

P-AEO01558 AEO  ½” – OD 21.8mm x 1.8mm x 5.8M

P-AEO02058 AEO  ¾” – OD 25.8mm x 1.8mm x 5.8M

P-AEO02558 AEO  1” – OD 31.8mm x 1.8mm x 5.8M

P-AEO03058 AEO  1-1/4” – OD 37.8mm x 1.8mm x 5.8M

P-AEO03058 AEO  1-1/4” – OD 41.8mm x 1.8mm x 5.8M

P-AEO05058 AEO  2" - OD 59.8mm x 1.4mm x 5.8M

P-AEO08058 AEO  3" - OD 88.7mm x 1.7mm x 5.8M W/OES

P-AEO10058 AEO  4” – OD 113.6mm x 2.2mm x 5.8M W/OES

P-AEO15058 AEO  6” – OD 164.5mm x 2.7mm x 5.8M W/OES

P-AEO20058 AEO  8” – OD 215.3mm x 4.0mm x 5.8M W/OES

P-AEO25058 AEO  10” – OD 266.1mm x 4.0mm x 5.8M W/OES

P-AEO30058 AEO  12” – OD 317mm x 5.0mm x 5.8M W/OES
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